
1 OBO | Vers. 2508502

Technical data sheet
Pressure clip for 8 cables, flame resistant

Art.-Nr. 2204908

 
 

PBT Polybutylene terephthalate

Flame-resistant version, specially for use in suspended ceilings.
Thermoplastic Polyester, stone grey RAL 7030, flame-resistant to VDE 0471/DIN IEC 695 Part
2–1, test temperature 960 °C, 
respectively V–O to UL 94, halogen-free.
Clamping height 9 mm – with spacer 13 mm.
Fastening hole: 6 mm Ø.

 

 

 
 

 

2032/F for max. 8 conductors NYM 3 x 1.5 mm²Additional product text 1

Master data
 

2204908
2032 F
Pressure clip
1x8 NYM3x1,5
Stone grey
7030
Polybutylene terephthalate
PBT
50,00 Piece
1,41 kg/100 pc.

Item no.
Type
Description 1
Dimension
Colour
RAL number
Material
Material symbol
Smallest sales unit
Weight

 
 

 

Technical data
 

8,00

Flame resistant to VDE 0471/DIN 695 Part 2-1, test temperature 750 °C






No. of conductors NYM 3 x 1.5
Flame-resistant version
Flame resistant
Suitable for maintaining electri-
cal function
Halogen-free
With anchor

 
 

 

1 OBO | Vers. 2508502

Technical data sheet
Pressure clip for 16 cables

Art.-Nr. 2205033

 
 

PA Polyamide

Standard version for general use, e.g. on intermediate ceilings and partition walls.
Clamping height 9 mm – with spacer 13 mm.
Fastening hole: 6 mm Ø.

 

 

 
 

 

Stone grey version: flame-resistant version, specially for use in suspended ceilings.
Thermoplastic Polyester, stone grey RAL 7030, flame-resistant to VDE 0471/DIN IEC 695
Part 2-1, test temperature 960 °C, 
respectively V-O to UL 94, halogen-free.
Clamping height 9 m – with spacer 13 mm.
Fastening hole: 6 mm Ø.
2033 for max. 16 cables NYM 3 x 1.5 mm²

Additional product text, instruc-
tion

Additional product text 1

Master data
 

2205033
2033
Pressure clip
2x8 NYM3x1,5
Light grey
7035
Polyamide
PA
25,00 Piece
2,08 kg/100 pc.

Item no.
Type
Description 1
Dimension
Colour
RAL number
Material
Material symbol
Smallest sales unit
Weight

 
 

 

Technical data
 

16,00








No. of conductors NYM 3 x 1.5
Flame-resistant version
Suitable for maintaining electri-
cal function
Halogen-free
With anchor

 
 

 

cable cleats

The CABLE CLEAT is a quick and easy cost effective cable management solution.

Cable cleats are quick to install to the underside of a desk with a low clearance area, hiding 
unsightly cabling while providing accessibility via the outer fingers to move and change the cables 
as needed.

The double sided CABLE CLEAT provides separation for data and power cables.  Install cable cleats 
with a single screw suitable for the surface.
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PBT Polybutylene terephthalate

Flame-resistant version, specially for use in suspended ceilings.
Thermoplastic Polyester, stone grey RAL 7030, flame-resistant to VDE 0471/DIN IEC 695 Part
2–1, test temperature 960 °C, 
respectively V–O to UL 94, halogen-free.
Clamping height 9 mm – with spacer 13 mm.
Fastening hole: 6 mm Ø.

 

 

 
 

 

2032/F for max. 8 conductors NYM 3 x 1.5 mm²Additional product text 1

Master data
 

2204908
2032 F
Pressure clip
1x8 NYM3x1,5
Stone grey
7030
Polybutylene terephthalate
PBT
50,00 Piece
1,41 kg/100 pc.

Item no.
Type
Description 1
Dimension
Colour
RAL number
Material
Material symbol
Smallest sales unit
Weight

 
 

 

Technical data
 

8,00

Flame resistant to VDE 0471/DIN 695 Part 2-1, test temperature 750 °C






No. of conductors NYM 3 x 1.5
Flame-resistant version
Flame resistant
Suitable for maintaining electri-
cal function
Halogen-free
With anchor
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