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The QIKPAC CHARGING CART is a convenient 
charging and storage “home base” for OE’s QIKPAC 
CARRY mobile power solution. Simply return used 
QIKPAC CARRY to the custom designed charging 
docks and take a newly charged one. QIKPAC 
CARRY has built in power level lights to indicate the 
power available. 

The QIKPAC charging cart comes with twelve 
charging docks, to ensure there is always a fully 
charged QIKPAC CARRY available. Featuring four 
castors, the cart is fully mobile allowing it to be 
positioned where it is needed and put away at the 
end of the day. 

Ideal for education and large commercial spaces, 
checkouts and returns are easy with the Cart’s 
ergonomic design. 

The OE CHARGING CART is available with or without 
batteries and is available in White or Black.

Features
•    Easy QIKPAC placement for recharging
•    Each QIKPAC will provide up to 28 hours of 	
     laptop power from a single charge
•    QIKPAC CARRY power level indicator lights



Features
•    Fully mobile for easy placement / storage
•    Caster wheel lock to secure cart in place
•    Lockable cabinet
•    Auto-start/stop charge cycle

Caster LockCasters Cabinet Lock

QIKPAC charging cart FEATURES
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Sydney Grammar School enquired about a 
solution for the time-consuming, labour-intensive 
setup of their exam rooms. OE Elsafe was pleased 
to provide the QIKPAC CARRY cable-free laptop 
power solution.   Here’s what they had to say:-

...a significant time saver for both set up 
and pack down

...safer with the floor being cable free 
and no trip hazards

...easy to use and lasted the entire two 
day NAPLAN exam period

...classroom configurability can be 
optimised for students and exams rather 

than cables and the available power 
sockets

Students login for their exams on 
laptops powered by QIKPAC CARRY.  

QIKPAC will last for the full two or 
three day exam schedule with ease.

Designed for commercial spaces, a fully charged QIKPAC CARRY will provide up to 28 hours of continuous 
laptop power from a single charge. The same QIKPAC batteries were successfully used to power laptops 
throughout an entire exam schedule without needing to be recharged.

Exam time no longer presents additional work pressures, ensuring teachers have more time to support students 
during exams and provide them with the best opportunity to maximise outcomes during what is typically a 
very busy period. QIKPAC CARRY is available in black or white.
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Cable Free Exam Room Set Up



Input Voltage 100-240 VAC 50-60Hz

AC through current rating MAX Rated 6.8A (1.7A x 4)

Output Power 70W Max (280W shared by 4 PSUs)

Standby Power 12 shoe version -  max 0.84W

Efficiency 92% Max

Over current Protection Yes

Short Circuit Protection Yes

Over Temperature 
Protection

Yes

Status Indicator Yes, Blue LED = Power on

Input 10A IEC C14 Connector

Colors:
White or Black

Charging times: 
Charge times vary based on number of QIKPACs 
charging and level of charge remaining. Charging 
cart has shoes configured in banks of 3 per power 
supply.

Indicative charging times per QF30 PSU

1-2 QIKPAC Batteries 5-8 Hours

3 QIKPAC Batteries 9-11 Hours

Construction:
Powder Coated steel shelving and laminated 
wooden frame.  High strength fire retardant 
polycarbonate QIKPAC charging components.

Protection:
Individual internal QF30 70W PSU’s have:-
Over current Protection 
Short Circuit Protection 
Over Temperature Protection

Charging options: 
The OE CHARGING CART has one 70W QF30 power-
supply for every three Shoes:
12x QIKPAC charging shoes powered by 4x QF30 
PSU’s

Certifications:
QF30 Power-supply: UL/IEC 62368-1: 2014 (safety)
EN61204 : 2018 (EMC)
EN50121-3-2 (railway)
Ecodesign Directive 2009/125/EC:

Quality & Testing:
All QIKPAC components are manufactured using 
ISO9001 quality-controlled components and 
practices and are 100% tested.

Dimensions: Component Parts:

QIKFIT CHARGING SHOE
QF30 PSU

570mm

1126m
m

518mm

570 mm

QIKPAC charging cart FEATURES
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QIKPAC CHARGING INDICATORS
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LED FUNCTION LED Code Description

Short Button press 80-100% ON for 5 Seconds after button press

Short Button press 60-80% ON for 5 Seconds after button press

Short Button press 40-60% ON for 5 Seconds after button press

Short Button press 20-40% ON for 5 Seconds after button press

0-20% constantly ON without button press

Charger plugged in 
but Battery FULL

100% Battery LEDs ON

Charging 80-100% ON FLASHING

Charging 60-80% ON FLASHING

Charging 40-60% ON FLASHING

Charging 20-40% ON FLASHING

Charging 0-20% ON FLASHING

Fault mode Over current fault on one of the ports. All outputs will remain disabled until cleared by a short 
button press.
Current range allowed from a single port: 
                          6.5 - 10A allowed for up to 30 seconds
                          10 - 19A allowed for up to 5 seconds
Combined current of over 19 Amps will cause QIKPAC to immediately turn off (after 320ms delay)

Fault mode Maximum or minimum charging temperature limit reached. (Charge: +5  to +45C)
QIKPAC will not be charged while in this mode however it can still supply power to connected 
devices.
LEDs indication happens only if a power supply is connected.
Fault will be cleared automatically once battery cells are within temperature range.

Fault mode Minimum or maximum discharge temperature limit reached (Discharge: -20 to +60C)
QIKPAC will not supply power nor receive charge from the PSU in this mode.
Fault will be cleared automatically once battery cells are within temperature range.

Turning On / Start up Press and hold for 5 seconds - 4 Pink LEDs light up from left to right and will turn on in 1 second 
intervals. All LEDs on indicates a successful startup.

Ship mode / Shut 
down

Press and hold for 5 seconds - 4 Pink LEDs light up then switch off one at a time from right to left

Ship Mode Short Button Press, one LED lights for 1 second - this confirms the QIKPAC is in ship mode. This 
is the mode QIKPAC will arrive in, when shipped.

High in-rush current 
mode

This mode activates automatically on every startup and remains effective for 60 seconds to allow 
devices with high in-rush current demand to startup.

Button Function Time Frame Action / Description

Turn QIKPAC on 
(from ship mode)

4 Seconds Press button (approx. 4 secs): 
Until you see LED lighting up in turn, then release button. If all 4 LEDS light up then a successful 
start-up is indicated. After a few seconds the battery level will then appear.

Battery level status 
(when QIKPAC is On)

0 - 5 Seconds Short Button Press (0-5 secs): 
Displays battery level for 5 seconds, as well as clearing any over current fault.

Ship Mode / Shut 
Down / Power saver

5 - 15 Seconds Press & hold then release (5-15 secs):
Activating Ship Mode / Shut Down 
Suitable for shipping, saving power while not in use or when the product is not going to be used 
for a long time.


